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EXECUTIVE SUMMARY

Operable Unit 6 (OU 6) is considered a
post-record of decision (ROD) operable unit for
which this Performance Standard Verification
Plan (PSVP) has been produced.  The primary
purposes of this PSVP are to provide analytical
tools and methodology to help reach site closure
at OU 6.  The tools, and methodology produced
herein apply to optimizing the long term
operation (LTO) and the long term monitoring
(LTM) frequency of the groundwater
contamination to meet remedial action
objectives (RAOs).

The concept of statistical analysis is
promoted throughout this plan as the analytical
tool to assess performance of the treatment
systems and natural attenuation in meeting
RAOs.  The methods listed in the PSVP are
typically used as standard methods of anlaysis of
environmental data; however, as the PSVP
states, there are alternative statistical procedures
that also are appropriate.  The use of alternative
procedures is dependent on the amount of data
undergoing statistical analysis and the
distribution of the data.  The advantage of using
statistical analysis is that all data are subjected to
the same level of scrutiny and consistent criteria
for analysis, such that inferences can be made
with a determined level of confidence (typically
95%).  Also, trend analyses can be performed
using procedures specified in this plan.  The
results of the analyses provide the OU 6
manager with the information and confidence
needed to make a decision regarding the
following:

ä Continuation of treatment system
operation,

ä Cessation of treatment and
decommissioning of treatment system,

ä Cessation of groundwater monitoring at
one or more monitoring well(s),

ä Redefinition of plume extent and
concentration isopleths,

ä Determination of the feasibility for
natural attenuation of plume,

ä Determination of the need for additional
technology evaluations, and

ä Development of the basis for redefining
the RAOs or application of a technical
impracticability waiver.

The PSVP provides a format for
reporting data that will be evaluated periodically
throughout the LTM program.  The annual
Treatment System Operations Report (TSOR)
and the Long-Term Monitoring Annual Report
will be produced to provide the OU 6 manager
operation and performance data that allows the
manger to assess the systems' impact on
achieving RAOs.   It also allows the manager to
assess the maintenance burden of the system.
The production of a Performance Standard
Verification Report (PSVR) triggers the
statistical analyses of monitoring data and is the
means by which the basis for all decisions
(bulleted above) relative to plume management
and site closure are conveyed to the regulatory
agencies and the public.  The PSVR will provide
recommendations for the modification of the
PSVP, when appropriate. Unless the monitoring
data can justify a deviation, the PSVR will be
produced at least every 5 years, starting 5 years
after the PSVP is approved by the regulatory
agencies.


